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Part Number: 936040027

GWconnect® Enclosure, Diecast Aluminum, S8000 Series, with External Mounting Flanges, 189 x 167 x 80mm Outside Dimensions, Grey
RAL 9006

Series image  Reference only
Go to Part Detail

Status: Active

Series: 93604

Category: Industrial Connectors /

Enclosures

Overview: GWconnect® Heavy Duty

Connectors (HDC)

Engineering/Old PN: 8000.6264.0
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Email this page

CHECK DISTRIBUTOR INVENTORY

Specifications & Other Documents:

Part Details (PDF)

Note  Please disable browser popup blockers to view documents on www.molex.com

Product Environmental Compliance

Questions on Product Environmental Compliance? Emailproductcompliance@molex.com

RoHS Certificate of Compliance (PDF)

Multiple Part Product Compliance Form

EU ELV:Not Reviewed
EU RoHS:Not Reviewed
China RoHS:Not Reviewed
REACH SVHC:Not Reviewed
LowHalogen Status:Not Reviewed

Part Detail

Status Active

Category Industrial Connectors / Enclosures

Series 93604

IP Rating IP66, IP69

Overview GWconnect® Heavy Duty Connectors (HDC)

Product Category Diecast Enclosures

Product Name GWconnect®

Standard ANSI/UL 50, ANSI/UL 50 E, CSA C22.2 No.9412, EN
606701, EN 62208, EN6067022, NMXJ235/12

Trademark Attribution
GWconnect® is a registered trademark of Molex
Incorporated in Italy and may be registered in other
jurisdictions.

Type STD

UPC 887191869025

Use With DINrails, mounting supports, fixing screws, metal plates,
and ground terminals

Enclosure Coating Polyester Powder

Enclosure Color Grey RAL 9006

COLLAPSE ALL

General

Physical

Application Tooling   FAQ

Tooling specifications and manuals are
found by selecting the products below.

Crimp Height Specifications are then
contained in the Application Tooling
Specification document.

Previously Available Application
Tooling
Check our list of old tooling that used
to be available for this part



Internal Dimensions 178 x 155 x 74mm

Material  Enclosure Diecast Aluminum

Mounting Style External Flanges

Outside Dimensions 189 x 167 x 80mm

Packaging Type Carton

Temperature Range 
Operating 40°C to +125°C

Old Part Number 8000.6264.0

Material Info
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