
THIRD ANGLE PROJECTION I ALTERATION 

ISSUE DESCRIPTION DATE 

ム
Ove r a II r ewr i t i n g D e c. 10 

ITEM CODE 
RATED CAP DIMENSIONS MARKING 
VOLTAGE μF ( * ) L T H F G d S T Y L E 

1999 

E CQ E 4 1 03 0 F 400VDC O. 01 (1 03) 1 O. 3 4. 3 7. 4 7. 5 O. 6 ム M 0 d i f i c a t i 0 n j u n. 20 
1. 0 

11 41230F 11 O. 012 (123) 11 4. 4 7. 5 11 11 11 11 

2002 

11 41530F 11 O. 015 (153) 11 11 11 11 11 11 /1 ム
Company name changed o c t. 1 

2004 
11 41830F 11 0.018 (183) 11 11 11 11 11 /1 /1 

11 42230F 11 0.022 (223) 11 4. 8 7. 9 11 11 11 11 

L max Tmax 
ム

Company name changed A p r. 1 

2005 
11 42730F 11 0.027 (273) 11 5. 5 8. 0 11 11 11 11 

11 43330F 11 0.033(333) 11 6. 0 9. 0 11 11 11 11 ム
Company name changed Ap r. 1 

11 43930F H 0.039(393) 1 2. 0 4. 9 8. 0 1 O. 0 11 /1 11 

2006 

11 44730F 11 0.047 (473) 11 5. 0 8. 3 11 11 /1 11 
r、、 ム C 0 r r e c t i 0 n : c a t e g 0 r y j a n. 22 

11 45630F 11 0.056 (563) 
t empe r a tu re r an ge 2008 

11 /1 1 O. 0 11 11 11 11 
MARKING 

(-400C~+85 'C→ 4 O 'C~+ 10 5'Cl 
E 

11 46830F 11 0.068 (683) 11 5. 4 1 O. 5 H 11 11 11 

↓ 工
Add i t i 0 n: r a t e d vo I t age 

1/ 48230F 11 0.082 (823) 11 5. 8 1 1. 0 11 11 11 11 '-/ 
(Oelating 01 rated voltage by 

11 41040F H O. 1 (1 04) 11 6. 3 1 2. 0 H 11 11 11 

IL 
1. 15%/'C a t more than 85'(;) 

11 41240F 11 O. 1 2 (1 24) 1 8. 5 5. 0 1 O. 0 1 5. 0 11 11 2 
φd土O.05 

ム
Company name changed A p r. 1 

11 41540F 11 O. 1 5 (1 54) 11 11 1 2. 4 11 11 11 

111 F~10 I ム
2008 

11 41840F 11 O. 1 8 (1 84) 11 5. 4 1 2. 5 /1 11 11 11 TIN-PLATED ム Company name changed A p r. 1 

11 42240F 11 0.22 (224) 1/ 5. 9 1 3. 0 11 /1 11 11 
c、4

COPPER-CLAD STEEL WIRE 
2012 

11 42740F 11 0.27 (274) 
Company name changed Ap r. 

11 6. 5 1 4. 3 11 11 O. 8 11 ム
11 43340F 11 0.33 (334) 11 7. 0 1 4. 9 H 11 11 11 

2013 

11 43940F 11 0.39 (394) 11 7. 5 1 5. 4 11 H 11 /1 SPECIFICATIONS No 

11 44740F 11 0.47 (474) 11 7. 8 1 7. 0 11 11 11 /1 TE72031Y 
11 45640F 0.56 (564) 26. 0 6. 5 1 6. 0 22. 5 11 11 /1 

11 46840F 11 0.68 (684) 11 7. 0 1 6. 5 11 /1 11 /1 

11 48240F 11 0.82 (824) 11 7. 9 1 7. 3 /1 H 11 /1 

11 41050F 11 1. 0 (1 05) /1 8. 5 1 8. 0 11 11 /1 11 

/1 41250F 11 1. 2 (1 25) 11 9. 5 1 8. 9 /1 /1 H 11 

11 41550F 11 1. 5 (1 55) 31. 0 11 1 9. 0 27. 5 /1 /1 /1 

1/ 41850F 11 1. 8 (1 85) 11 1 1. 0 2 O. 5 /1 1. 5 11 11 ITEM CODE NUMBER STRUCTURE 
11 42250F 11 2. 2 (225) 11 1/ 22. 0 11 11 11 11 

し一一 TOL SYMBOL(J or K) 

巴Radial leads 

C a p a c i t a n c e t 0 I e r a n c e (J =:t 5 %， K =:t 1 0 %) 

Capac i tance (*) 

Rated voltage (4:400VDC) 

CONSTRUCTION 
Referencl 

The capacitor is of non-inductive construction， lVound with metallized polyester film 
D E S I '@--17;完 77!i7A!T，i:ia:t天

d i e I e c t r i c. CHECKED I ルイ /Q_" d~二
The capaciior is enclosed in non-combustible epoxy resin and has two leads. APPROVALIk. ~.M4ι刊~

MARKING 
MARKING EXAMPLE 

ESTABLISHMENTI Apr. 27. 1987 

Marking comprises capacitance， capacitance tolerance， rated voltage， TYPE NAME 

manufacturer' s irademark (STYLE 2 only) and date code. STYLE 1 STYLE 2 ECQE4卒中申 oF 

PROPERTIES NAME Metall ized Polyester 

Capac i tance S e e t a b I e a t 1 k Hz 1 0 3 K ⑪ 1 0 5 K 
Film Capacitor 

Capacitance tolerance 土5出(J)，ム:t 10児(K) a t 1 kH z 
1400F  400町

Rated voltage 400VDC /6¥ (De I at i ng of rated vo I tage by 1. 25見/'Ca t m 0 r e t h a n 8 5 'C) DRAWING NAME 

Withstand voltage 400VDCX150児 f0 r 60s 
l 小二コ PRODUCT DRAWING 

I n s u I a t i 0 n r e s i s t a n c e 4ミ9000MQ (C重O.33品F) at 100VDC， 20'C for 60s DRAWING No 
ミ3000MQ'μF (C)0.33ILF) at 100VDC， 20'C for 60s date code 

D i s s i p a t i 0 n f a c t 0 r 手Al，O出 at 1kHz， 20'C CT-H-C014 (1/1) 

Category temperature range From -40'C to +105'C 
Film Capacitor Division 

cluding temperature rise on unit surface) 
Capacitor Business Division 

DO NOT SCALE DRAWING REVISIONS INDICATED BYム ALL DIMENSIONS A司E IN MILLIMETERS 
Panasonic Corporation 


