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ISSUEI DESCRIPTION 

ムI;~~~:n~n~~~~ + ~~~山 dlE r r 0 r C 0 r r e c t i 0 n 

ムIG…y name changed 

ムIGompany name changed 

DATE 

Ap r. 1 

2008 
Ap r. 1 

2012 
Ap r. 1 

2013 

IRATED 
ITEM CODE I 

lV OLTAGE 
E CQE61 020 FB I 630VDC 

H61220FBI 11 

ff 61520FBI 11 

H61820FBI 11 

H62220 FB 11 

H62720FBI 11 

H63320FBI 11 

M63920FBI 11 

H64720FBI 11 

H65620FBI 11 

H66820FBI 11 

H68220FBI 11 

し一一 TOL

CAP 
μF (*) 

0001 (1 02) 

0.0012(122) 
0.0015(152) 

00018 (182) 

00022 (222) 

0.0027 (272) 

0.0033 (332) 

0.0039 (392) 

00047 (472) 
00056 (562) 

0.0068 (682) 

0.0082 (822) 
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ITEM CODE NUMBER STRUCTURE φd土 0.05

TIN-PLATED 
COPPER-CLAD STEEL WIRE ECQE 6102 K F B (630VDC， O. 001μF， :t1 0%) 1EL d f E 

Capac i tance to I e rance (J=:t5%， K=:tl 0%) 

Capac i tance (キ)

HPIPγρnrfTI 
DESI叫~よ必必必ネニitJ
CHECKED I ぇィ N~~ι
APPROVALI 'えータμA叩》辺ん

E CQ E 6中申ヰ oF B 

DRAWING NAME 

P RODUCT DRAWING 

DRAWING No. 

8002M-J-E (1/1) 

CONSTRUCTION 

The capacitor is of non-inductive construction， wound with melallized polyester film 

d i e 1 e c t r i c. 
The capacitor is enclosed i日 non-combustible epoxy resin and has two leads 

MARKING 

Marking comprises capacitance， capacitance tolerance， rated voltage， 

and date code. 

PROPERTIES 

Capacitance :See table at 1kHz 
Capacitance tolerance :15見(J)， 110児(K) a t 1 k H z 
R a t eい 01tage :630VDCム(De r a t i n g 0 f r a t e d v 0 1 t a g e b y 1. 25 %/'C a t mo r e t h a n 85'C) 
Withstand voltage :630VDCX150児 for 60s 

1 n s u I a 1 i 0 n r e s i s t a n c e ミ9000MQ al 100VDC， 20'C for 60s 

Dissipalion faclor 話1目。先 a1 1 k H z， 20'C 
Category lemperalure range :From -40'C 10 +105'C 

(including temperature rise on unil surface) 

MARKING EXAMPLE 

1 0 2 K 

里町
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ALL DIMENSIONS ARE IN MILLIMETERS REVISIONS INDICATED BYムDO NOT SCALE DRAWING 



THIRD ANGLE PROJECTION I ALTERATION 

I S SUE DESCRIPTION DATE 

ム
Mod i f i c a t i 0 n Jun.20 

ITEM CODE 
R A T ED CAP DIMENSIONS MARKING FORMING 

VOLTAGE ( * ) 
2002 

μF L T H s d S T Y L E T Y P E 

ECQE61030FB 630VDC O. 01 (1 03) 1 2. 0 4. 5 ム Company name changed Oc t. 1 
7. 5 1 O. 0 O. 6 D 2004 

1/ 61230FB 11 O. 012 (123) 11 U 7. 8 1/ 1/ 1/ 11 

11 61530FB 1/ O. 015 (153) 1/ 5. 0 11 ム
Company name changed Ap r. 1 

8. 2 11 1/ 1/ 2005 
1/ 61830FB 1/ O. 018 (183) 1/ 4. 9 1 O. 0 1/ 11 1/ 11 Company name changed 
11 62230FB 1/ 0.022 (223) 1/ 5. 3 11 ム Ap r. 1 

1 O. 5 11 11 11 2006 
1/ 62730FB 11 0.027(273) 11 5. 5 1 O. 9 11 11 11 11 Jan.22 
11 63330FB 11 0.033 (333) ム Co r r e c t i 0 n: c a t e go r y 

M 6. 0 1 1. 9 11 1/ H H temperature range 2008 
11 63930 FB 11 0.039(393) 1/ M 1 3. 4 11 11 1/ 1/ 

T YPE  D TYPE  B (-400C-t85'C→-4 O'C-t 10 5'Cl 

1/ 64730FB 11 0.047 (473) 1/ 6. 5 1 3. 5 1/ 11 11 11 
Addition:rated voltage 

11 65630FB 11 0.056(563) 1 8. 5 5. 4 1 O. 5 11 11 2 B L max L max Tmax (D 1e2l5a Et /l τn Ea ot f mor a r e t e d t h a vRol 8t 5a℃E ) e b y 

1/ 66830FB 11 0.068 (683) 11 5. 8 1 1. 0 11 11 11 11 

11 68230FB 11 0.082 (823) 11 6. 5 1 2. 0 11 11 11 11 A Company name changed Ap r. 1 

11 61040FB 11 O. 1 (1 04) 11 6. 3 1 4. 0 11 11 11 11 

E r r 0 r c 0 r r e c t i 0 n 2008 

11 61240FB O. 1 2 (1 24) 1/ 11 1 4. 5 11 O. 8 11 11 M園、 ム
Company name changed Ap r. 1 

1/ 61540FB O. 1 5 (1 54) 11 7. 5 1 5. 4 11 11 11 11 
2012 

11 61840FB 1/ O. 1 8 (1 84) 8. 0 1 6. 0 11 11 11 11 MARKING 伺E MARKING ~ A 
Company name changed Ap r. 1 

11 62240FB 11 0.22 (224) 1/ 9. 0 1 6. 5 1/ 11 1/ 11 工 工 201 3 

11 62740FB H 0.27 (274) 26. 0 7. 0 1/ 1 5. 0 11 H 11 

//VlC Tムl O SP EC l F河川SNo 
d に11 63340 FB 11 0.33 (334) 11 7. 8 1 7. 0 11 M 11 11 シ 何1.() J '"ぱ3 φd:tO 05 I TE72035Y 

11 63940FB 
E E 

11 0.39 (394) 11 8. 5 1 7. 9 H 11 11 11 

11 64740.FB 11 0.47 (474) 11 9. 3 1 8. 5 11 11 11 11 

11 65640FB 11 0.56 (564) 11 1 O. 0 2 O. 0 11 11 11 1/ 
由

土O.8 
，n 

11 66840FB 11 0.68 (684) 11 1 1. 5 21. 0 11 11 11 11 S:tO.8 。+1

~ 
。ト1 N-PLATED 

11 68240FB 11 0.82 (824) 31. 0 1 1. 3 20. 5 22. 5 11 11 11 ばコ ぱコ PPERーCLAD STEEL WIRE 

1/ 61050FB 11 1. 0 (1 05) 1/ 1 2. 5 21. 9 1/ 11 11 11 

11 61250FB 11 1. 2 (1 25) 11 1 3. 5 23. 0 1/ 11 11 11 
'<;j' てr

1/ 61550FB 11 1. 5 (1 55) 11 1 5. 3 24. 7 11 11 11 11 

11 61850FB 11 1. 8 (1 85) 11 1 6. 8 27. 0 11 H 11 11 

11 62250FB H 2. 2 (225) 11 1 9. 5 29. 0 11 11 11 11 

ITEM CODE NUMBER STRUCTURE 
仁L二 TOL SYMBOL(j or K) 

立
Leads forming 

Radial leads 

C a p a c i t a 11 c e t 0 I e r a n c e (j =:t 5 %， K=:t 1 0 %) 

Capacitance (*) 

ge (6:630VDC) IReferenCt 
CONSTRUCTION 

DES 、R SLI|lH'Mk f止EfNf/aTaρl£A血A〆印OP4rPJ船必4五荊237、九a酷1 9 The capacitor is 01 non-inductive construction， wound with metallized polyester lilm 
CHECKED 

d i e I e c t r i c. MARKING EXAMPLE 
APPROVA 

The capacitor is enclosed il1 non-combustible epoxy resin and has two leads ESTABLISHMENTI Aor. 27.1987 

MARKING STYLE 1 STYLE 2 
TYPE NAME 

Marking comprises capacitance， capacitance tolerance， rated voltage， 
ECQE6ヰ中本 oF B 

manulacturer' s trademark (STYLE 2 only) and date code 1 0 3 K ⑪ 1 04 K NAME Metall ized Polyester 

PROPERTIES 630~ 1630h  
Film Capacitor 

Capac i tance S e e t a b I e a t 1 k H z DRAWING NAME 

Capacitance tolerance :1:5児(J)，A士1ム0出(K) a t 1 k H z 
己弓コ 小

PRODUCT DRAWING 
Rated voltage 630VDCIs¥h¥ (Derating 01 rated voltage by 1. 25児j'Ca t mo r e t h an 85'C) 

Withstand voltage 630VDCX150見 10r 60s 
date code 

DRAWING No 

Insulalion resistance ミ9000MQ (C;:;0.33/LF) at 100VDC， 20'C for 60s CT-H-C018 (1/1) 

ミ3000MQ'/LF (C>O.33/LF) at 100VDC， 20'C for 60s 

Dissipation factor ::;; 1. 0出 at 1 kH z， 20'C Film Capacitor Division 

Category temperature range :LsFrom -40'C to +105'C Capacitor Business Division 
including temperature rise on unit surlace) Panasonic Corporation 

00 NOT SCALE ORAWING REVISIONS INOICATEO BY s ALL DIMENSIONS ARE IN MILLIMETERS 


