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HEAT SHRINK TUBING

 Active

TE CONNECTIVITY (TE)

V2-2.0-0-SP-SM
Raychem | V2

V2-2.0-0-SP-SM
TE Internal Number: 902837J001
Alias ID: 3-1197016-5

Always EU RoHS/ELV Compliant

Wall Type  Single

Resistant To  Strain, Wrinkling

Low Outgassing  No

Product Source  China, US

Packaging Method  Piece



Wall Type  Single

Product Family  V2

 

Please review product documents or contact us for the latest agency approval information. 

Product Type Features

Electrical Characteristics

Catalog Pages/Data Sheets

 

VERSAFIT V2 Pages From 9-1773447-9
PDF
English

Highly Flame-Retardant, Low Recovery Temp., Metric-Sized Heat-Shrinkable
Tubing
PDF
English

Product Specifications

Product Specification

 

VERSAFIT V2 And V4 Tubing Polyolefin, Flexible, Heat-Shrinkable, Flame
Retardant
PDF
English

Instruction Sheets

Instruction Sheet (U.S.)

 

Global Dimensional Life For RAYCHEM Heat Shrink Tubing Standard Size Products
(Customer Distribution)
PDF
English

http://www.te.com/usa-en/products/heat-shrink-tubing.html
http://www.te.com/usa-en/products/families/raychem.html
http://www.te.com/usa-en/plp/v2/X271n.html
http://www.te.com/usa-en/customer-support/connect-with-us.html
http://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Catalog+Section%7FVERSAFIT_V2_9-1773447-9%7F0811%7Fpdf%7FEnglish%7FENG_CS_VERSAFIT_V2_9-1773447-9_0811_VERSAFIT-V2_9-1773447-9_0811.pdf%7F902837J001
http://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Data+Sheet%7FVERSAFITV2%7F404%7Fpdf%7FEnglish%7FENG_DS_VERSAFITV2_404.pdf%7F902837J001
http://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FRW-3023%7F8%7Fpdf%7FEnglish%7FENG_SS_RW-3023_8.pdf%7F902837J001
http://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7F408-32191%7FA%7Fpdf%7FEnglish%7FENG_SS_408-32191_A.pdf%7F902837J001
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Voltage (Max) (kV)  .6

Shrink Ratio  2:1

Color  Black

Flexibility  Very Flexible

Material  Irradiated Modified Polyolefin

Recovered Inside Diameter (Max)  1 mm [ .039 in ]

Recovered Wall Thickness (Tolerance)  .43 mm [ .017 in ]

Expanded Inside Diameter (Min)  2.59 mm [ .102 in ]

Resistant To  Strain, Wrinkling

Recovery Temperature (°C)  90

Operating Temperature Range (°C)  -30 – 125

Flammability  Highly Flame-Retardant

Fluid Resistance  None

Shrink Temperature (Min) (°C)  70

Applicable Region  Global

Packaging Method  Piece

Low Outgassing  No

Product Source  China, US

VIEW ALL PRODUCT COMPLIANCE

Statement of Compliance
PDF

Body Features

Dimensions

Usage Conditions

Product Availability

Packaging Features

Other

Product Compliance

Customers Also Bought

http://www.te.com/commerce/alt/SinglePartSearch.do?PN=902837J001&dest=res
http://www.te.com/commerce/alt/SinglePartSearch.do?PN=902837J001&dest=stmt
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HEAT SHRINK TUBING HEAT SHRINK TUBING HEAT SHRINK TUBING AUTOMOTIVE, TRUCK, BUS, & OFF-
ROAD TERMINALS

http://www.te.com/usa-en/plp/Y30Aj.html
http://www.te.com/usa-en/plp/Y30Aj.html
http://www.te.com/usa-en/plp/Y30Aj.html
http://www.te.com/usa-en/plp/Y30g2.html
http://www.te.com/usa-en/product-463453J001.html
http://www.te.com/usa-en/product-892275J001.html
http://www.te.com/usa-en/product-580317J001.html
http://www.te.com/usa-en/product-173633-3.html

